DEFOAMER
Safety Data Sheet

1. IDENTIFICATION OF THE MATERIAL AND SUPPLIER

Issue Date: 17 March 2022
Product Name: Defoamer

Recomended Use of Product: Cement defoamer

Manufacturer: Mining and Cement Technology Pty Ltd
Address: Unit 3C, 919-925 Nudgee Road, Banyo QLD 4014
Telephone Number: 07 3111 4047 +617 3111 4047 (from outside Australia)

Poison Information Hotline: 13 11 26 (Australia) 0800 764 766 (New Zealand)

2.HAZARD IDENTIFICATION

GHS Classification Not a hazardous substance or mixture according to the Globally Harmonised System (GHS).
GHS Label elements No labelling required according to GHS criteria.
Other Hazards None

3. COMPOSITION/INFORMATION ON INGREDIENTS

Substances This product does not contain any components in amounts that would be classified as
hazardous under Australian Regulations.

INGREDIENTS
Name CAS Proportion
Non hazardous mixture N/A 100%
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4.FIRST AID MEASURES

After inhalation: If breathed in, move person into fresh air. If not breathing, give artificial respiration.

After contact with skin: Wash off with soap and plenty of water.

After contact with eyes: Remove contact lenses. Protect unharmed eye. If eye irritation persists, consult a specialist.
After swallowing: Never give anything by mouth to an unconscious person. Rinse mouth with water. Do not

give milk or water. If symptoms persist, call a physician.

Most important symptoms No data available.
and effects, both acute and

delayed:

Indication of any immediate No data available.

medical attention and special
treatment needed:

5. FIREFIGHTING MEASURES

Suitable extinguishing media:  Powder, alcohol-resistant foam, CO2 & sand.

Extinguishing media which Water jet
must not be used for safety

reasons:

Hazardous products of Upon decomposition, this product emits, nitrogen oxides, carbon monoxide, carbon
combustion: dioxide.

Properties that could Dispersion in air of this product at sufficient concentration may form explosive mixture.
Increase fire or explosion

hazard:

Firefighting Instructions: Firefighters should wear full protective clothing including self contained breathing apparatus.
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6. ACCIDENTAL RELEASE MEASURES

Precautions: Will not fully dissolve in water. Do not flush down drains or into water ways.
Slippery when wet — cordon off for road and pedestrian traffic. Avoid contact with acids.

Personal precautions, Use PPE

protective equipment and
emergency procedures:

Environmental precautions: Prevent entry to drains and waterways.

Methods and material for Take up mechanically and dispose of according to local/state/federal regulations.
containment and cleaning up:

Further information: Observe notes under section 13.

Reference to other sections: Relevant information in other sections has to be considered. This applies in particular for
information given on personal protective equipment (section 8) and on disposal (section

13).
7.HANDLING AND STORAGE
Precaution for safe handling:  Increased risk of slipping if substance comes into contact with water. Do not smoke or eat

during handling or in the application area.

Protection against fire and Take precautionary measures against electrostatic charging. Keep away from open flames,
explosion: heat and sparks.
Conditions of safe storage, Store in cool place. Keep container tightly closed in a dry and well-ventilated place.

including any incompatibilities: Keep in a dry place.

Conditions for storage rooms  Store in cool dry conditions.
and vessels:

Advice for storage of Not applicable.
incompatible materials:

Further information for Not applicable.
storage:
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8.EXPOSURE CONTROLS / PERSONAL PROTECTION

Control parameters No components with workplace control parameters.
Exposure controls Appropriate engineering controls. General industrial hygiene practice.

Personal Protection
Eye/face protection: Use equipment for eye protection tested and approved under appropriate government
standards such as NIOSH (US) or EN 166(EU).

Skin protection: Handle with gloves. Gloves must be inspected prior to use. Use proper glove removal
technique (without touching glove’s outer surface) to avoid skin contact with this product.
Dispose of contaminated gloves after use in accordance with applicable laws and good |
aboratory practices. Wash and dry hands. The selected protective gloves have to satisfy the
specifications of Regulation (EU) 2016/425 and the standard EN 374 derived from it.

Full contact: Material: PVC
Break through time: 120 min
If used in or mixed with other substances, and under conditions which differ from EN 374,
contact the supplier of the CE approved gloves. This recommendation is advisory only and
must be evaluated by an industrial hygienist and safety officer familiar with the specific
situation of anticipated use by our customers. It should not be construed as offering an
approval for any specific use scenario.

Body protection: Choose body protection in relation to its type, to the concentration and amount of dangerous
substances, and to the specific work-place. The type of protective equipment must be
selected according to the concentration and amount of the dangerous substance at the
specific workplace.

Respiratory protection: Respiratory protection is not required.

Exposure to the environment  No special environmental precautions required.
limited and controlled:

9. PHYSICAL AND CHEMICAL PROPERTIES

Appearance: Liquid

Colour: Yellow / cloudy
Odour: Odourless / slight
pH Value: Not applicable
Melting Point: Not applicable
Boiling Point: Not applicable
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Flash Point: Not applicable

Evaporation Rate: Not applicable

Vapour Pressure: Negligible

Vapour Density: Not applicable

Relative Density: 0.97gem-3 (20 °C) DIN-ISO 787/10
Solubility: Not applicable

Flammability

Auto-ignition temperature: >200 °C DIN 51794

Decomposition temperature:  No data available

Flammability classification: Not evaluated

Flash point (°c): >1000C (Pensky-Martens)
Auto-ignition temperature: No data available

Upper explosive limit: No data available

Lower explosive limit No data available

Solubility(ies) Partially soluble

Other information Product forms dispersions with water

10. STABILITY AND REACTIVITY

Reactivity: No Reactivity if stored and applied as listed.
Chemical Stability: Stable

Possibility of hazardous None known

reactions:

Conditions to avoid: No data

Incompatible materials: Avoid strong oxidizing agents

Hazardous decomposition No data

products:

Further information: None
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1. TOXICOLOGICAL INFORMATION

Information on toxicological effects

Skin corrosion/irritation: Skin — (Rabbit) : No data available
Serious eye damage/eye irritation No data available
Respiratory or skin sensitisation No data available
Germ cell mutagenicity No data available
Carcinogenicity No data available
Reproductive toxicity No data available
Specific ta get organ toxicity
- single exposure No data available
- repeated exposure No data available
Aspiration hazard No data available

To the best of our knowledge, the chemical, physical, and toxicological properties have not been thoroughly
investigated.

12. ECOLOGICAL INFORMATION

Toxicity: Not expected damaging effects to aquatic organisms.

Persistence and degradability: No data available.

Bioaccumulative potential: No data available.

Mobility in soil: No data available.

Results of PBT and vPvB This substance/mixture contains no components considered to be either persistent,
assessment: bioaccumulative and toxic (PBT), or very persistent and very bioaccumulative (vPvB) at levels

of 0.1% or higher.
Other adverse effects: None known.

Additional Information: According to present knowledge no adverse influence to envi onment expected.

13. DISPOSAL CONSIDERATIONS

Material Recommendation: Observe local/state/federal regulations.

Uncleaned packaging Completely discharge containers. Containers may be recycled or re-used. Observe local/
Recommendation: state/federal regulations.

Recommended cleaning No data available.

agent:

Mining and Cement Technology Pty Ltd
Unit 3C, 919-925 Nudgee Road Banyo QLD 4014, Australia | Tel:+61 7 3111 4047 | sales@mact.au




DEFOAMER
Safety Data Sheet

14. TRANSPORT INFORMATION

UN number; UN proper shipping name; Transport hazard class; Packing group:

Road ADR: Not regulated for transport.

Railway RID: Not regulated for transport.

IMDG Sea code: Not regulated for transport.

Air transport: Not regulated for transport.

Environmental hazards: Not classified as hazardous under transport regulations.
Special precautions: None.

Incompatible materials Strong oxidizing agents, Acids, Magnesium, Aluminium

15. REGULATORY INFORMATION

Safety, health and environmental regulations /legislation specific for this substance or mixture:

AICS: All components of this product are on inventory, or in compliance with the inventory

DSL: All components of this product are on the Canadian DSL

ENCS: All components of this product are on inventory, or in compliance with the inventory

ISHL: All components of this product are on inventory, or in compliance with the inventory

KECI: All components of this product are on inventory, or in compliance with the inventory
NZloC: All components of this product are on inventory, or in compliance with the inventory
PICCS: All components of this product are on inventory, or in compliance with the inventory

16. OTHER INFORMATION

Material: The information contained herein is based on the present state of our knowledge and does

not guarantee certain properties. Recipients of our product must take responsibility for
observing existing laws and regulations.

Further information: This SDS supersedes all others. Contact MACt on a regular basis to obtain updated SDS.
MACt reserves the right to review and update this SDS without notice. It is the user’s
responsibility to ensure that they have on hand and obtain the latest SDS whenever the
product is purchased or used.
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