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Description
MACt Defoamer is a premium-quality defoaming additive specifi cally designed for use in Glass 
Fiber Reinforced Concrete (GFRC) mixes. It effectively eliminates unwanted air bubbles that can 
compromise the strength, durability, and overall quality of concrete products. By removing entrapped 
air, MACt Defoamer enhances the density, strength, and surface fi nish of GFRC, making it ideal for 
applications requiring high-performance concrete.

Features & Benefi ts

 Increased Density and Strength: By 
eliminating air bubbles, MACt Defoamer 
increases the density of GFRC, resulting in a 
stronger, more durable fi nished product, ideal 
for heavy loads and harsh conditions.

 Reduced Permeability: Helps prevent the 
penetration of water and liquids, reducing the 
risk of cracking, spalling, and deterioration, 
thereby extending the lifespan of the concrete.

 Improved Resistance to Weathering: 
Enhances the durability of GFRC in extreme 
weather conditions, including resistance to 
freeze-thaw cycles, making it suitable for 
outdoor and exposed applications.

 Enhanced Workability: Creates a smoother 
mix that is easier to spread, pump, or apply, 
improving project effi ciency and reducing 
labour costs.

 Better Aesthetics: Provides a smoother, more 
consistent surface fi nish, reducing defects 
such as voids or honeycombing, resulting in a 
more professional and polished appearance.

MACt Defoamer is ideal for use in GFRC and other high-performance concrete applications 
including:

Applications

 GFRC Panels and Cladding: Enhances surface 
quality and strength for architectural facades.

 Outdoor Concrete Installations: Suitable 
for concrete exposed to harsh weather 
conditions where strength and resistance to 
weathering are critical. 

 Precast Concrete Products: Improves the 
surface fi nish and durability of precast 
elements like countertops, sinks, and furniture.

 High-Load Structures: Ideal for applications 
where the concrete must bear heavy loads, 
such as beams and columns.
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Storage & Disposal
 Storage: Store in a cool, dry, and well-ventilated place, away from direct sunlight and heat 

sources. Ensure the container is tightly closed when not in use to prevent contamination.

 Shelf Life: Properly stored, MACt Defoamer has a shelf life of up to 12 months.

 Disposal: Dispose of any leftover material in accordance with local regulations.

Product Disclaimer

Recommendations regarding the use of this product are provided as a guide only. If in doubt, contact Mining and Cement 
Technology Pty Ltd (“MACt”) or seek professional advice. To the extent permitted by law, MACt excludes all implied warranties, 
conditions, and guarantees imposed by legislation. MACt excludes all liability for loss, damage, or injury arising from the use of 
the product: (i) otherwise than in accordance with the recommendations provided, or (ii) for purposes other than those for 
which it is ordinarily acquired. For any other loss, damage, or injury arising from the use of this product, MACt’s liability is limited, 
at its discretion, to either refunding the cost of the product or supplying an equivalent replacement product.

Mixing Instructions
1.  Add to Water

Measure the recommended dosage of MACt Defoamer (0.1% to 0.2% of the water content).

2.  Mix Thoroughly
Add MACt Defoamer to the water and mix thoroughly before incorporating it into the GFRC mix.

3.  Note
MACt Admix reduces the water demand of the mix, so ensure the water content is adjusted for 
optimal consistency and strength.

Packaging Information

Size Weight Options

1 Bottle 1-4Kg 1kg, 4Kg

Handling & Safety

 Ventilation: Use in a well-ventilated area.

 PPE: Always wear appropriate personal protective equipment, including gloves and masks, to avoid 
direct contact with skin and eyes. 

Dosage Recommendations

Application Dosage 

General Dosage 0.1% to 0.2% of the water 
content in the GFRC mix.


