
FORCED ACTION MIXER
Makinex Forced Action Mixer is an ideal solution to mixing viscous 

flooring materials from screed, cement, mortar to epoxy bound 

aggregate. They are designed to handle environments within rental 

yards and construction sites where reliability and reduced 

downtime are essential.

Designed to handle the harsh Australian weather conditions, high 

quality components are integrated such as a sealed AC Geared 

Motor, high strength aluminium frame and a resilient epoxy 

coating. Configured to suit standard 230 VAC 10 amp wall socket 

with Thermal Overload electrical protection, the Makinex Forced 

Action Mixer is the better option.

FEATURES AND BENEFITS
Durable aluminium high strength frame with epoxy coating

Epoxy coated drum and lid for 

Sealed, AC Geared Motor with better e�ciency and higher power factor than traditional induction motors

Compact Size to suit doorways as small as 770mm

Concave Lid design to funnel material into drum with additional handle for extra handling option

Optional easy replaceable liner to reduce cleaning time by up to 40%

Single setup paddle configuration hence no adjustment required

Multiple lifting point for transportation

12-month warranty

Australian designed

SPECIFICATIONS
Forced Action Mixer FAM - 120

Rated Continuous Output 1500W

Max Output 2273W

Input Voltage 230V

Input Current 10A

Frequency 50Hz

Weight 120kg

Output RPM 33

Mixing Capacity 120L

Motor Ingress Protection 44

Terminal Box Ingress Protection 54

Dimensions 
758 x 980 x 1209 (W x D x H min) mm

758 x 980 x 1374 (W x D x H max) mm


